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Cooling Performance with Air Handlers and Furnaces   24, 36, 48  

Indoor 
Model

Indoor Model Cooling Heating

CFM

Refrigerant 
Connection                             

Refrig.  
Line  
Size

Indoor  
Expansion 

Device

Outdoor Indoor

Su
ct

io
n

Li
qu

id

Piston2 TXVEvaporator  
Coil or  

Air Handler3

Furnace SEER EER
ARI  

Rated 
Capacity1

Rated 
Sensible 
Capacity

HSPF

47 17

Su
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n
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id
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id

Btuh COP Btuh COP

4HP18LT 
24P-2

E(U,C,H)1P49C EFV16CC 17.0 13.0 24,000 18,500 9.0  22,000  4.0  13,000  2.60  900  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P49C 95G2UH090CV12 16.5 13.0 24,000 18,500 8.5  22,000  4.0  13,000  2.60  900  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

4HP18LT 
36P-1

BCS2M48V00NA1P 17.0 12.5 35,000 26,300 8.7  34,000  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P62C EFV16CC 17.0 12.5 35,000 26,300 9.0  34,600  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P62C 80G2UH110CV20 17.0 13.0 35,000 26,300 9.0  34,600  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P62C 95G1DF090CE16 17.0 13.0 35,000 26,300 9.0  34,600  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P62C 95G2DF090CV20 17.0 13.0 35,000 26,300 9.0  34,600  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P62C 95G2DF110CV20 17.0 13.0 35,000 26,300 9.0  34,600  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P62C 95G1UH090CE16 17.0 13.0 35,000 26,300 9.0  34,600  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P62C 95G2UH090CV12 17.0 13.0 35,000 26,300 9.0  34,600  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

E(U,C,H)1P62C 95G2UH090CV20 17.0 13.0 35,000 26,300 9.0  34,600  3.5  22,000  2.70  1,200  7/8  3/8  7/8  3/8  7/8  3/8 NA  H4TXV01 

4HP18LT 
48P-1

BCS2M48V00NA1P 15.5 11.5 47,000 34,800 9.0  45,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C EFV16CC 16.0 12.0 47,000 34,800 9.0  45,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62D EFV20DC 16.0 12.0 47,000 34,800 8.5  45,000  3.3  28,600  2.50  1,600  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 80G1DF110CE20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 80G1UH090CE20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 80G1UH110CE20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 80G2UH110CV20 16.0 12.0 47,000 34,800 9.0  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G1DF090CE16 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G1DF110CE20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G2DF090CV20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G2DF110CV20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G1UH090CE16 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G1UH110CE20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G2UH090CV20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G2UH110CV20 16.0 12.0 47,000 34,800 8.5  44,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62D 95G2UH135DV20 16.0 12.0 47,000 34,800 8.5  45,000  3.3  28,600  2.50  1,550  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

Note: 
										        
1 Certified in accordance with Unitary Air Conditioner Certification Program, which is based on AHRI Standard 210/240						    
				  
2 Required to achieve AHRI rating.  If NA (Not Applicable) is in the piston column, then TXV is required.							     
			 
3 A blower time delay relay is required to achieve AHRI rating.  This feature is standard on all Allied Air Enterprises furnace and AH products.					   
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4HP18LT 
60P-2

BCS2M60V00NA1P 15.5 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C EFV16CC 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62D EFV20DC 15.0 11.0 56,000 42,000 9.0  56,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 80G1DF110CE20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 80G1UH090CE20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,900  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 80G1UH110CE20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,900  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62D 80G1UH135DE20 14.5 11.0 56,000 42,000 9.0  56,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 80G2UH110CV20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G1DF110CE20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,900  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G2DF090CV20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G2DF110CV20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G1UH110CE20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,900  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62D 95G1UH135DE20 14.5 11.0 56,000 42,000 9.0  56,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G2UH090CV20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62C 95G2UH110CV20 15.0 11.0 56,000 42,000 9.0  55,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

E(U,C,H)1P62D 95G2UH135DV20 15.0 11.0 56,000 42,000 9.0  56,000  3.5  37,000  2.50  1,800  7/8  3/8  7/8  3/8  1 1/8  3/8 NA  H4TXV03 

Cooling Performance with Air Handlers and Furnaces   60  

Note:
1  Certified in accordance with Unitary Air Conditioner Certification Program, which is based on AHRI Standard 210/240. 
2  Required to achieve AHRI rating. If NA (Not Applicable) is in the piston column, then TXV is required. 
3  A blower time delay relay is standard on all Allied Air Enterprises furnaces and AH products.  
    

- Page 4 -



Cooling Performance Extended Ratings

Outdoor     
Model

Indoor                 
Model

Indoor 
Temp   
DB/
WB   
ºF

Outdoor Temp - DBºF
65 82 95 105 115

Btuh S/T kW Btuh S/T kW Btuh S/T kW Btuh S/T kW Btuh S/T kW

4HP18LT24-2
CG95C*****V16C/E(U,C,M,H)1P49C

EFV16CC/E(U,C,M,H)1P49C

85/72 32,900 .68 1.34 30,200 .70 1.64 28,100 .72 1.87 26,500 .73 2.04 24,900 .74 2.22

80/67 30,200 .76 1.31 27,200 .77 1.61 24,500 .78 1.84 23,800 .79 2.02 22,900 .80 2.19

75/63 28,500 .79 1.29 25,900 .79 1.59 23,900 .79 1.82 22,400 .79 2.00 20,800 .79 2.17

4HP18LT36-1

CG95C*****V116C/E(U,C,H)1P62C
CG80C*****V20C

EFV16CC/E(U,C,H)1P62C

85/72 46,500 .65 2.10 43,200 .67 2.54 40,700 .69 2.88 38,800 .70 3.14 36,900 .72 3.41

80/67 42,800 .73 2.06 39,700 .74 2.50 35,500 .75 2.84 34,500 .76 3.10 33,800 .77 3.36

75/63 40,400 .76 2.03 37,100 .76 2.47 34,600 .76 2.81 32,700 .76 3.07 30,800 .76 3.33

4HP18LT48-2
CG95C*****V20D/E(U,C,H)1P62D

CG80C*****V20D/E(U,C,H)1P62D
EFV20DC/E(U,C,H)1P62D

85/72 61,400 .64 3.01 55,900 .67 3.55 51,700 .70 3.96 48,500 .72 4.27 45,200 .74 4.59

80/67 56,400 .71 2.95 51,300 .74 3.49 47,500 .76 3.90 44,500 .78 4.22 41,500 .79 4.53

75/63 53,400 .75 2.91 47,900 .76 3.45 44,000 .77 3.86 41,000 .78 4.17 38,000 .79 4.49

4HP18 LT60-1
CG95C*****V20D/E(U,C,H)1P62D

CG80C*****V20D/E(U,C,H)1P62D
EFV20DC/E(U,C,H)1P62D

85/72 72,600 .62 3.85 66,600 .64 4.60 62,000 .66 5.17 58,500 .67 5.60 54,900 .69 6.04

80/67 66,800 .70 3.77 61,200 .71 4.52 56,000 .72 5.00 53,700 .73 5.53 50,400 .74 5.97

75/63 62,900 .73 3.72 57,100 .73 4.47 52,700 .73 5.03 49,300 .73 5.47 45,900 .73 5.91
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     Heating Performance Extended Ratings

Outdoor     
Model

Indoor                 
Model

Outdoor Temp - DB/WB ºF
0/0 17/15 35/33 47/43 62/56

Btuh kW Btuh kW Btuh kW Btuh kW Btuh kW

4HP18LT24-2
E(U,C,M,H)1P49C 

E(U,C,M,H)1P43B/EFV08B
7,800 1.40 14,000 1.51 20,400 1.63 23,500 1.71 30,100 1.81

4HP18LT36-1
E(U,C,H)1P62C 

E(U,C,M,H)1P62C/EFV16C
14,500 2.17 22,300 2.39 30,000 2.62 35,000 2.77 41,800 2.96

4HP18LT48-2
E(U,C,H)1P62D 

E(U,C,M,H)1P62D/EFV20D
20,000 3.00 29,400 3.34 39,500 3.70 46,200 3.94 54,500 4.24

4HP18LT60-1
E(U,C,H)1P62D 

E(U,C,M,H)1P62D/EFV10D
24,900 4.06 36,700 4.59 49,100 5.15 57,500 5.53 67,900 6.00



D4HP18LT-100 (11/2011)	              ©2011 Allied Air Enterprises Inc., a Lennox International Inc. Company                   Printed in the U.S.A.
													                                  

All specifications and illustrations  
subject to change without notice  
and without incurring obligations.

Proper sizing and installation of 
equipment is critical to achieve  
optimal performance. Split system  
air conditioners and heat pumps must 
be matched with appropriate coil 
components to meet ENERGY STAR 
criteria. Ask your contractor for details 
or visit www.energystar.gov

     Accessories

Kit Number Description Used with

45F08 Compressor Low Ambient Cut-Off All 4HP18LT’s

93G35 Freezestat (3/8” & 5/8”) All 4HP18LT’s

10J42 Hard Start Kit 4HP18LT24-36

81J69 Hard Start Kit 4HP18LT48-60

54M89 Low Ambient Kit All 4HP18LT’s

ASTAT503 Outdoor Thermostat All 4HP18LT’s

ADFSTAT504 Discharge Tempering Thermostat All 4HP18LT’s

1.851363 TXV kit H4TXV01 4HP18LT24-36

1.851365 TXV kit H4TXV03 4HP18LT48-60

85W66 Relay Kit - Constant Torque All Constant Torque Furnaces

www.ducanehvac.com
1-800-448-5872


